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RELEASED FOR CONSTRUCTION - 3/8/2016
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,,.;'*.; i BED PREPARATION
tﬂmﬁh 4" MULCH COVER
L[ 1 e

2' PLANTING SOIL/SHRUBS
1" PLANTING SOIL/PERENNIALS AND GROUNDCOVERS
EXISTING SUBGRADE

SOFT POLYPROPYLENE
STRAPPING

3 2"X2"X24" STAKES - TOP
OF STAKE 6" ABOVE GROUND

SPACE AS

SHOWN IN
GROUNDCOVER/ PLANTING NOTES
PERENNIALS

SEE BED PREPARATION
ENLARGEMENT
BACKFILL WITH EXISTING SOIL
- WATER TO REMOVE AIR
NOTES: POCKETS
-FLAG GUYING STRAPS WITH SURVEYOR TAPE
-REMOVE CONTAINERS &/OR ROPE AND TOP 1/3 OF BURLAP
-PRUNE SHRUBS AS REQUIRED TO MAINTAIN NATURAL FORM - DO NOT
SHEAR PLANTS
-APPROXIMATELY 1/8 OF ROOT BALL TO BE LOCATED ABOVE FINISHED GRADE
-PLANTING PIT WIDTH FOR ALL TREES, SHRUBS, AND GROUNDCOVERS TO BE
TWICE THE ROOT BALL WIDTH
-ALL TREES ADJACENT TO WALKWAYS TO BE LIMBED UP TO A MINIMUM
HEIGHT OF 7' ABOVE GRADE.
-CONTRACTOR TO COMPLY WITH GDOT 702 SPECIFICATIONS FOR PLANTING
AND MAINTENANCE
-ALL SHRUBS TO BE INSTALLED AT LEAST 3' FROM CURB.
-FOR PERMANENT GRASSING/EROSION CONTROL, USE NATIVE GRASS
SEEDING TABLE 3 AND/OR HERBACEOUS PLANT SEEDING TABLE 4 FROM GDOT
SPECIFICATION SECTION 700 - GRASSING.

TREE AND SHRUB PLANTING DETAIL

LANDSCAPE SPECTFICATTONS

TREE TRUNK

120°

3 GUY STRAPS PER TREE AT 120°

PLAN VIEW OF GUYS

STRAPS SHALL HAVE ENOUGH SLACK TO ALLOW
MOVEMENT OF THE TRUNK AND TOP, BUT NOT
/ ENOUGH TO ALLOW THE ROOTBALL TO SHIFT.

GATOR BAGS OR EQUIVALENT TO PROVIDE TEMPORARY

IRRIGATION DURING ESTABLISHMENT PERIOD
//’ 4" MULCH THROUGHOUT PLANTING
, BED. DO NOT MULCH WITHIN 6" OF
,’Il TRUNK

SHRUB, SPACE AS
SHOWN ON PLANS

2' PLANTING MEDIUM
FOR SHRUBS

2 X BALL DIA. SLOPE AND SCARIFY SIDES OF

PLANTING PIT

COMPACTED SUBGRADE - SET ROOTBALL ON 8"
MOUND

ALL PLANT MATERIALS AREA TO CONFORM TO THE AMERICAN
STANDARD FOR NURSERY STOCK, LATEST EDITION, AMERICAN
NURSERY & LANDSCAPE ASSOCIATION.

PLANT ACCORDING TO TREE
AND SHRUB PLANTING DETAIL
WITH ADDITION OF SAUCER
AS SHOWN

MAINTAIN SAUCER ON
LOWER SIDES OF PLANT TO
RETAIN WATER

@ SHRUB/TREE PLANTING DETAIL ON SLOPES

TRENCH EDGER DETAIL SHALL BE USED AT
ALL LAWN & PLANT BED EDGES. TRENCH
EDGER SHALL CREATE A CLEAN

CONTINUOUS SEPARATION BETWEEN AREAS

AS INDICATED ON PLAN.
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@ PLANTING BED EDGE DETAIL

SOD
AMENDED TOPSOIL

TRANSITION TO EXISTING

GRADE OR GRADE OF
PLANTING BED.

CULTIVATED SOIL
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UNDISTURBED SOIL

@ SOD PLANTING DETAIL
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4" MULCH THROUGHOUT PLANTING
BED. DO NOT MULCH WITHIN 6" OF
TRUNK

ORIGINAL GRADE OF SLOPE
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SOUTHEASTERN ENGINEERING, INC.

Civil, Structural, Traffic, Transportation, Land Surveying,
Landscape Archtecture, and Land Planning
2470 Sandy Plains Road Marietta, Georgia 30066
tel: 770-321-3936 fax: 770-321-3935
whh. Seengineer ing. con
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